
Temperature and hygrometry recorder

TECHNICAL FEATURES
- Measures and records ambient temperature and hygrometry.

- Includes an ultra-sensitive thermometric bulb sensor.

- Includes a special hygrometric bulb sensor textile type.

- Accuracy: +/-1°C in temperature and according to the NFX 15-111 norm for hygrometry.

- Mechanical movement (1t/ 24 hours and 7 days) or quartz movement (1t/ 24 hours and 7 days).

- Metal cover with an alloy base covered with an epoxy paint, a security lock and an inviolability patch

- Delivered with 100 charts, 2 pens and 1 battery (1.5V for quartz movements).

- Dimensions: 285 mm x 200 mm x 135 mm - small format: 194 mm x 168 mm x 100 mm (quartz movement only).
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non contractual pictures

47QVISIOTAMBOUR
AMBIENT THERMO-HYGROMETER

Monitoring is our priority...

PRODUCT PART NUMBER

Ambient thermo-hygro Visiotambour, +5 +35°C / 0 to 100% RH 00129

Ambient thermo-hygro Visiotambour, -10 +65°C / 0 to 100% RH 00080

Ambient thermo-hygro Visiotambour, -20 +40°C / 0 to 100% RH 00081

Ambient thermo-hygro Visiotambour small format, -15 +45°C / 0 to 100% RH 05244

Ambient thermo-hygro Visiotambour configurable 10203

CHART PART NUMBER
Charts

24 hrs 7 days

+5+35°C / 0 à 100%RH - 00433

-10+65°C / 0 à 100%RH - 00343

-20+40°C / 0 à 100%RH 00479 00333

-15+45°C / 0 à 100%RH - 05659

Range Rotation

Large format

Small format


